
LED ‘TRAPEASE’ Lighting System
TECLED introduces its highly awaited TRAPEASE ceiling mounted 
LED lighting system. Infinitely flexible as to the position and style 
of light fittings, TRAPEASE combines a unique magnetic ‘clip-on’ 
system with an attractive aluminium copper finish to provide an 
attractive lighting option.

Ingenius magnetic attachment system allows quick
and easy positioning and repositioning of fittings

Modular flexibility and high driver power allows multiple fittings attached in a myriad of positions



Suspension Options

CONICAL 
Glass reflector

GLASS DOME

CIRCULAR
Ø600mm and Ø800mm avail. 

Driver housed in   

LINEAR
Straight lengths of 1000, 1500 and 2000mm avail. 

Driver housed in
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Fitting Options

SQUARE
600 x 600mm, 800 x 800mm avail. 

Driver housed in   A

CONICAL 
PMMA diffuser

A





TecLed Pty Ltd
Unit 4, 61 - 71 Beauchamp Road, Matraville NSW 2036
Telephone: (02) 9317 4177   Facsimile: (02) 9317 3544
Email: sales@tecled.com.au

SPECIFICATIONS

Code Description Input Colour Temp. Watts CRI Lumens Beam angle Dimensions Colour IP Rating

LTRPCA Conical (Diffused) DC24V 2700K, 3000K, 4000K 5W >85 300 120° 106.5h x Ø60mm Copper IP20

LTRPCL Conical (Reflector) DC24V 2700K, 3000K, 4000K 5W >85 300 24°, 45° 106.5h x Ø60mm Copper IP20

LTRPGD Glass Domed fitting DC24V 2700K, 3000K, 4000K 5W >85 300 120° 130h x Ø100mm Copper IP20

Components

Driver body 
300mm and 700mm avail.  

Suspension Rod
300mm and 700mm avail.

Straight track 
1000, 1500 & 2000mm lengths

Track connector

Assembly and Combinations


